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We would be happy to determine the 
press force required based on your 
parts.

mäder presses, the applications

A number of processes can be performed quickly,  

precisely and easily with mäder presses.  

For example:

Assembly 

Pressing

Bending

Riveting

Edge cutting

Punching

Crimping
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ERGO hand lever for all mäder 
hand-operated presses  

If your hand-operated press is to 
remain mobile

The ERGO hand lever for mäder 
hand-operated presses improves their 
ergonomics. The horizontal and rota-
table hand lever permits operation of 
the press without fully grasping it, and 
so increases the ease of use.

The hand-operated press fastened to 
a practical baseplate stands firm and 
does not tilt. Rubber stoppers prevent 
it from slipping. Two movable thread-
ed inserts can be adjusted to the 
distance between the fixing holes of 
the press.

Request CAD at www.maederpressen.de or directly from Tel.+49 (0)7467-9467-0

Example: Toggle press Example: Rack and pinion press

Capacity range: from 1.5 kN to 30 kN

Manual presses provide great economy for production processes  
and batch sizes which require no automation. They can be used  
quickly and flexibly in such applications.

mäder produces two types of manual presses with different force 
characteristics: toggle presses and rack and pinion presses. All 
mäder manual presses can be provided with round or square  
rams.

Quality features

	Factory-set pressure point 
	Simple and rapid adjustment of the height of the press head  
	 using	a threaded spindle 
	Hardened and ground ram 
	Long, honed and therefore high-precision round ram guide 
	High-accuracy square ram guide by means of adjustable jib 		
	 strips 
	Ground press table 
	mäder manual presses are virtually maintenance-free

mäder manual presses

Example: Height-adjustable press head
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Request CAD at www.maederpressen.de or directly from Tel.+49 (0)7467-9467-0

E

E

EP 1200

M8

10

E

M6

E

EP 500

10

E

8

E

EP 750
E

M6

E

E

M6

6,
25

EP 750 DP

E

E

M6

6,
25

EP 500 DP

6,
25

M8

E
EP 1200 DP

E

B

D

G

A

F

C

K

0 kN

2 kN

4 kN

6 kN

8 kN

10 kN

12 kN

14 kN

Before end of stroke9.0 mm 8.0 mm 7.0 mm 5.5 mm 4.5 mm 4.0 mm 3.0 mm 2.0 mm 1.5 mm 0.5 mm

EP 500-40
EP 750-40
EP 1200-60

E

E

EP 1200

M8

10

E

M6

E

EP 500

10

E

8

E

EP 750
E

M6

E

E

M6

6,
25

EP 750 DP

E

E

M6

6,
25

EP 500 DP

6,
25

M8

E
EP 1200 DP

E

B

D

G

A

F

C

K

E

E

EP 1200

M8

10

E

M6

E

EP 500

10

E

8

E

EP 750
E

M6

E

E

M6

6,
25

EP 750 DP

E

E

M6

6,
25

EP 500 DP

6,
25

M8

E
EP 1200 DP

E

B

D

G

A

F

C

K

The accessories

Standard

With DP E

E

EP 1200

M8

10

E

M6

E

EP 500

10

E

8

E

EP 750
E

M6

E

E

M6

6,
25

EP 750 DP

E

E

M6

6,
25

EP 500 DP

6,
25

M8

E
EP 1200 DP

E

B

D

G

A

F

C

K

Manual toggle presses with round ram 
EP range
EP Type toggle presses in 5 kN, 7.5 kN and 12 kN sizes are designed 
for serial or individual manufacture in manual workstations.
As the nominal end force is produced at the end of the stroke, a 
large force can be exerted at the exact point it is required. The 
manual force of 120 N to be applied is user-friendly. As many 
applications require less force, fatigue-free working is possible even 
with serial production.

ERGOPRESS® hand lever
	Ergonomic user comfort.

	360° stepless adjustment

	Lever angled to the side: free view of work area and 		
	 ergonomically comfortable position.

	Simple and easy conversion for left-handers (except HS and Z 	
	 option) without losing the tool setting. Ideal for job sharing on 	
	 one press.

EP-type presses are modern production tools with high precision. 
The user-friendly design increases productivity and prevents forced 
and abnormal postures of the operator due to the workplace.

Toggle presses with round ram

 Manual force 120 N

Manual lever can be refitted for 
right and left-handers
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EP 500-40 EP 750-40
with accessories
DP - Precision ram adjustment
HS - Return travel lock 
equipped with ERGO hand lever*

L-EP 1200-60

Type EP 500-40 EP 750-40 L-EP 750-40 EP 1200-60 L-EP 1200-60

Capacity kN 5.0 7.5 7.5 12.0 12.0

Working stroke mm 40 40 40 60 60

Throat A mm 63 80 80 80 80

Daylight B mm 40 - 213 58 - 265 55 - 375 62 - 240 75 - 338

Daylight with DP B mm 20 - 197 38 - 250 39 - 359 48 - 231 53 - 328

Table size CxD mm 110 x 65 157 x 115 156 x 115 157 x 115 157 x 115

T-slot width similar to DIN 650 mm 10 12 12 12 12

Ram bore Ø x Depth E mm 10H7 x 25 10H7 x 25 10H7 x 25 10H7 x 30 10H7 x 30

Ram bore Ø x Depth with DP E mm 10H7 x 25 10H7 x 25 10H7 x 25 10H7 x 25 10H7 x 25

Ram Ø F mm 20 24 24 30 30

Space requirement CxG mm 110 x 164 157 x 237 156 x 275 157 x 237 156 x 275

Stand height K mm 355 450 570 450 570

Weight kg ca. 10 ca. 20 ca. 28 ca. 24 ca. 32

Accessories (see Page 7) Please specify when ordering.

Precision ram adjustment DP DP DP DP DP

Return travel lock HS HS HS HS HS

Counter Z Z Z Z Z

Table bore 12H7 TB TB TB TB TB

*Not included. Accessories must be ordered separately.
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Toggle presses

EP range
L-EP range with extra large daylight
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